
PRODUCT FEATURES 

AREA OF USE 

APPLICATION  

HAZARDS AND SAFETY INFORMATION 

PRODUCT DESCRIPTION 

One-component, urethane alkyd-based, air-drying semi matt parquet varnish. 

ADOTEX SEMİ MATT PARQUET VARNISH  

Transparent structure 
Non-yellowing 
High scratch and abrasion resistance 
Permanent gloss 

Resistant to abrasive substances such as detergents, alcohol 
Forms a protective film coat on the surface 
Forms a hard-wearing film on the surface. 

It can be used safely on all parquet surfaces. 

Surface Preparation: Newly placed parquet floors should be 
primed with Adolin cellulosic filler varnish, sanded and made 
dust-free; old parquets should be cleaned thoroughly by scrap-
ing, parquet defects and gaps should be filled with a putty to 
be prepared with a mixture of sawdust and varnish, then sand-
ed and cleaned after 24 hours to make them ready for the top-
coat application. 

Application: Adotex Semi Matt Parquet Varnish is ready-to-
use. It should be mixed well before application and applied in 
two coats with 12 hours apart using a brush, roller or spray 
gun. To ensure a perfect result, fine sanding should be done 
after applying the first coat and proceed with application of 
the second coat. 
 

STORAGE AND PACKAGING INFORMATION  

Packaging Information:          0.75 Liter, 2.5 Liter, 12 Kg. 
Storage Conditions:                It can be stored for 3 years in its unopened package in a cool and dry environment at a temperature 
of 5 to 35°C, protecting from frost and direct sunlight.  

Pay attention to the warnings indicated in the precautionary statements of hazards and safety precautions on the product 
packaging. The rules specified in the product safety data sheet must be observed. Contact your nearest health care provider 
in case of unexpected health problems. 

TECHNICIAL SPECIFICATIONS 

Resin type 
Color     
Gloss                                
Gloss (60°C) 
Solid Matter 
Viscosity (KU,25°C) 
Density (g/cm3 , 20°C) 
Flash Point 

Alkyd 
See the color catalog  
Semi Matt 
55 gloss 
60 ± 2 
135 ± 5 
1,15 ± 0,05 
38°C 

Drying Times  
Touch dry 
Dust dry 
Recoating time 
Hard Dry 
 
 
 

2 hours 
5 hours 
8 hours 
12 hours 
 

(at 23 ± 2°C and 50% relative humidity) 
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Technical Data Sheet 

www.adolin.com 

PAINTED AREA - CONSUMPTION 

In a single coat, depending on the type of wood;  
9 - 10 m2 surface can be painted with 0.75 Liter.  
30 - 35 m2 surface can be painted with 2.5 Liter. 
130 - 140 m2 surface can be painted with 12 Kg.  

*A controlled sample run should be performed to estimate the precise con-
sumption. 


