
PRODUCT SPECIFICATIONS 

AREA OF USE 

APPLICATION 

DANGER AND SAFETY INFORMATION 

PRODUCT DESCRIPTION 

Surface impregnation material that does not spoil the natural appearance and do not form a film layer on the surfaces of porous materials 
such as autoclaved aerated concrete, travertine, granite, limestone, and provides water repellency.  

WB 100 SILICONE IMPREGNATION Water Based Impregnation Material 
 

Provides water repellency by increasing surface tension,  
Forms an air permeable layer, allowing surface to breathe,  
Does not form a film on the surface and preserves the natural appea-
rance, 

Prevents the formation of mold, algae and flower-like plants, 
Dirt-repellent, self-cleaning, 
Eliminates the negative effect of frost. 
Donun olumsuz etkisini giderir. 

 Used on all painted and unpainted porous surfaces such as clay and burnt clay, mineral floorings, natural stones and marble, fiber-reinforced 
cement, sandstone and autoclaved aerated concrete, tiling and stone slabs, bricks and roof tiles.  

Preparing the surface:  
The surface on which the product will be applied must be completely 
free of dust, dirt, rust and oil, and blistered, cracked paints and coa-
tings should be scraped and repaired. Wait until the newly poured 
concrete and plaster is set. 
 
 
 

Application : The ambient temperature for the application must be 
between (+5 oC) and (+30o C). Generally, it is applied in two layers by 
letting the surface to absorb it thoroughly and with a short whitewash 
brush. A third layer may be required on very problematic, highly ab-
sorbent and eroded surfaces, especially gypsum and fully quicklime 
plastered surfaces. Ready to use. 

STORAGE AND PACKAGING DETAILS 

Packaging Details:  0.75L, 1L, 2.5L and 20L packaging.  
Storage Conditions: Can be stored for 3 year in its sealed package, in a cool and dry environment, between 5 ° C and 35 ° C, without being 
exposed to direct sunlight and frozen. 

Please keep the warnings in the hazard and precautionary statements on the product packaging in mind. 
Follow the rules written in the safety data sheet of the product. 
Refer to the nearest healthcare organization in case of any unexpected health problem. 

 TECHNICAL SPECIFICATIONS 

                          
Resin Type 
Color                       
Viscosity (25°C, P)  
Density (g/ml) 
 
 
 

 
Silicone 
Transparent  
20 ± 0,3 
0.98 ± 0,05 
 
 
 

 
Dry Time 
Dust-Repellent Dry Time  
Touch Dry  
Waiting periodbefore  
applying to each layer  
 
 

 
 
30-45 minutes 
1-2 hours 
24 hours 
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Technical Data Sheet 

www.adolin.com 

AREA COVERED - AMOUNT OF PRODUCT USED 

Amount of product used:     
     
 

150 - 350 g/m2 for painting a 
single layer 

* Specified values are found in the laboratory tests and a sample 
study must be conducted to identify precise amount of product 

used control. 


